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Cross and Line Lasers

Description Order No.
(EAN-Code)

VE

AutoCross Laser ACL 2 RX
The cross-line laser for interior finishing work with 2 clearly
visible laser lines. The laser receiver can detect laser lines
regardless of ambient light conditions - ideal for all indoor and
outdoor applications. Magnetically-damped pendulum system
for automatic alignment, 3-6° self-levelling range. Pendulum
can be locked for protection during transport. The unit's
magnetic base makes it very versatile - it can be mounted on a
tripod, on the wall or attached to magnetic objects. Precision
3 mm/10 m, maximum range of laser receiver up to 50 m
radius.

Laser-
receiver
RX

AutoCross Laser ACL 2C RX
The cross-line laser with additional plumb laser at the bottom
of the unit. The laser receiver can detect laser lines regardless
of ambient light conditions - ideal for all indoor and outdoor
applications. Magnetically-damped pendulum system for auto-
matic alignment, 3° self-levelling range, wide-range vertical
laser line. Pendulum can be locked for protection during trans-
port. The pivoted housing can be turned with a vernier adjust-
ment mechanism to permit exact positioning of laser lines.
Precision 2 mm/10 m, maximum range of laser receiver up to
50 m radius.
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AutoCross Laser ACL 3 RX
The cross-line laser with additional reference line. The laser
receiver can detect laser lines regardless of ambient light con-
ditions - ideal for all indoor and outdoor applications. Slope
function permits inclinations to be laid out. The laser cross at
the top and the adjusting plate allow a plumb line to be
drawn. Magnetically-damped pendulum system for automatic
alignment, 4.5° self-levelling range. Pendulum can be locked
for protection during transport. Precision 2 mm/10 m, maxi-
mum range of laser receiver up to 50 m radius.
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