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Cross and Line Lasers

AutoCross-Laser ACL 4P RX
The cross-line laser with 4 line lasers and additional plumb laser.
The laser receiver can detect laser lines regardless of ambient
light conditions - ideal for all indoor and outdoor applications.
The special arrangement of the laser beams projects homoge-
neous laser lines onto walls, floors and ceilings. The laser cross at
the top and the plumb laser allow a plumb line to be drawn from
the ceiling to the floor. Magnetically-damped pendulum system
for automatic alignment, 3° self-levelling range, magnetically
damped.
Pendulum can be locked for protection during transport. The
pivoted housing can be turned with a vernier adjustment mecha-
nism to permit exact positioning of laser lines. Precision 2 mm/10
m, maximum range of laser receiver up to 50 m radius.

Carrying caseLaser-
receiver
RX

and BatteriesTripod adapter
(for Crank Tripods)

Universal
mount

AutoCross Laser ACL 2P RX
The cross-line laser with additional plumb laser. The laser recei-
ver can detect laser lines regardless of ambient light conditions
- ideal for all indoor and outdoor applications. The plumb laser
allows a plumb line to be drawn from the ceiling to the floor.
Magnetically-damped pendulum system for automatic align-
ment, 3° self-levelling range. Pendulum can be locked for pro-
tection during transport. The pivoted housing can be turned
with a vernier adjustment mechanism to permit exact positio-
ning of laser lines. Precision 2 mm/10 m, maximum range of
laser receiver up to 50 m radius.

Laser-
receiver
RX

and BatteriesTripod adapter
(for Crank Tripods)

SoftbagUniversal
mount

Battery upgrade
High-quality charger including 4 high-performance batteries,
type AA.
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