
Description

DigiLevel Pro 25
Digital electronic level with spot laser as an optical extension for point-precise 
assessment of height and angle. An acoustic signal is sounded at 0°, 45°, 90°, 
135° and 180° as an aid to ease the alignment of objects; the flip-display fea-
ture changes the display automatically when making overhead measurements.

Adhesion magnets on the underside
Accuracy of electronic measurements: + 0.1° at 0° and 90°, + 0.2° at 2° - 90°

Electronic levels / Complete tripod sets

		      DigiLevel Pro 60
		       Digital electronic level with spot laser as an optical extensi-
on for point-precise assessment of height and angle. An acoustic signal is 
sounded at 0°, 45°, 90°, 135° and 180° as an aid to ease the alignment 
of objects; the flip-display feature changes the display automatically when 
making overhead measurements. 

Adhesion magnets on the underside
Accuracy of electronic measurements: + 0.1° at 0° and 90°, + 0.2° at 2° - 90°

			    DigiLevel Pro 120
			    Digital electronic level with spot laser as an optical ex-
tension for point-precise assessment of height and angle. An acoustic signal 
is sounded at 0°, 45°, 90°, 135° and 180° as an aid to ease the alignment 
of objects; the flip-display feature changes the display automatically when 
making overhead measurements.

Accuracy of electronic measurements: + 0.1° at 0° and 90°, + 0.2° at 2° - 90°

Rotary lasers

BeamControl-Master Set 
- rotary laser, spot, scan, rotary and hand receiver mode
- accuracy: 2 mm / 10 m
- with hand receiver and remote control, range up to 120 m radius
- lightweight aluminium tripod, 165 cm
- Flexi levelling staff

Automatic levelling instruments

AL 22 Complete Classic Set
- automatic leveller 22, 22x magnification
- aluminium coupling tripod, 165 cm
- aluminium telescoping levelling staff  

AL 26 Complete Classic Set
- automatic leveller 26, 26x magnification
- aluminium coupling tripod, 165 cm
- aluminium telescoping levelling staff 

Cross and Line lasers
 
SuperCross Laser Set 330 cm
- automatic cross-line laser
- multifunctional wall bracket
- high-quality aluminium telescoping stand
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