


DigiLevel Laser

Digital electronic spirit level with vertical and horizontal angle display.

The slope can be indicated in degrees, IN/FT or percent on the dis-
play. An acoustic signal indicates the horizontal or vertical position.
The slope memory enables angles to be projected elsewhere, while
the separate measurement memory allows up to 9 measurements
results to be stored and retrieved. Milled measuring surfaces,
powerful fixing magnets, as well as additional vertical and horizontal
vial, illuminated display. Additional line laser 635 nm.
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OPERATION
A) Inserting batteries:

® Open the battery compartment (15) on the rear of the DigiLevel
and insert two new batteries (type AAA/LRO3) in the manner
indicated by the installation symbols. Ensure correct polarity. The
symbol (9) indicates the level of battery charge.

B) Switching on and measuring:
The DigilLevel can measure angles continuously to 360°.
e Switch the DigiLevel on using the on/off switch (1).

e The current operating temperature in °C is shown for a few
seconds.

e The slope angle is shown in the display (8). If slopes are measured
overhead, the direction of display adjusts automatically.

e The current slope direction is also shown by the symbol (7).

C) Selection of unit of measurement:

e Button 3 allows the desired unit of measurement to be selected
(° degrees, %, IN/FT)

D) Changing the angle reference value:

¢ With button 4, it is possible to transfer angles elsewhere. To do so,
set the device to the desired slope and press button (4). The
display will then change to “0.0”, and the desired reference angle
is now set. The slope can now be transferred to other objects.

IMPORTANT: When all the slopes have been transferred, make sure
to deactivate the new angle reference value. To do this, switch off
the device by pressing the on/off switch (1) for at least 3 secs. Only
then will the value be reset itself to the measuring surface (14).

E) Acoustic signal:

 The acoustic signal can be switched on or off with button 5.

* When the angle of slope stands at 0°, 45°, 90° or the most
recently stored value, this is indicated by an acoustic signal.

NOTE: When working with a changed angle reference value, the

acoustic signal is activated on reaching the new reference value

(0°, 45°, 90° display).

F) Spirit level function:

* The alignment to the measuring surface (14) is shown by the
vertical and horizontal vials.

e Use the vials for optimum vertical and horizontal alignment, and
the electronic slope angle display for any desired angle of slope.

o With the aid of the magnets (13), the DigiLevel can be affixed to
any magnetic surface.

G) Memory functions:

* With the memory function (2), the current measurement result can
be saved in the internal memory, whereby the current memory
position (M1 - M9) is displayed during the saving process.

o If more than 9 results are saved, the old ones are overwritten.

* The memory retrieval button (6) can be pressed to show the most
recently saved result in the display (7). By repeatingly pressing the
memory retrieval button (6), all the stored results (10) can be
retrieved.

® Return to normal measuring mode by pressing the memory
function (2).

H) Switching off:

 To switch off the DigiLevel, press the on/off switch (1) for at least
3 secs. When not in use, the DigiLevel switches off automatically.

Technical data:

Electronic measuring +/- 0,1° at 0° and 90°,

precision: +/- 0.2° at 2° - 89°

Vial accuracy: +/- 0.5 mm

Laser class: 2 M, <5 mW (EN60825-1:2003-10)
Laser wavelength: 635 nm

Working temperature: 0°C ... 40°C (32°F ... 104°F)
Storage temperature: -20°C ...65° C

Power supply: 2 x 1.5V (type AAA/LRO3)

Dimensions: 72 mm x 33 mm x 640 mm
Weight: 0.9 kg

Subject to technical change without notice 02.2007
Warranty:

The warranty is valid for 2 years from the date of purchase. The
warranty does not cover damage caused by improper use or storage,
normal wear and tear, or defects which only insignificantly impair the
value of the product or its functioning. Any tampering by un-
authorised persons will render this warranty void. In the event that
you need to claim warranty, please take the complete device
together with all information and the invoice to one of our dealers
or send it in to UMAREX-Laserliner.
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Allmanna sakerhetsforeskrifter

OBS! Titta inte direkt in i stralen! Lasern far inte hanteras
av barn! Rikta inte enheten mot nagon person.

Notera: Kalibreringen bér kontrolleras regelbundet, sdsom
fore anvandning samt efter transport och langre forvaring.

Laserstralning! Titta aldrig
direkt in i en laserstrale och
betrakta den aldrig med hjalp
av ett optiskt instrument.
Laser klass 2M
EN60825-1:2003-10

TEKNISKA DATA:
Laserklass:
Laservaglangd:

2 M, <5 mW (EN60825-1:2003-10)
635 nm
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Generelle sikkerhetsinstrukser

OBS! Ikke se direkte inn i stralen! Laserinstrumentet ma
oppbevares utilgjengelig for barn! Ikke rett instrumentet
mot personer ndr det ikke er ngdvendig.

MERK: Kontroller regelmessig kalibreringen fer bruk, etter
transporter og lengre lagring.

LASERSTRALING!
Se ikke inn i stralen og se
heller ikke pa den med optiske
instrumenter. Laser klasse 2M
EN60825-1:2003-10

TEKNISKE DATA:
Laserklasse: 2 M, < 5 mW (EN60825-1:2003-10)
Laserbglgelengde: 635 nm
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Genel giivenlik bilgileri

Dikkat: Dogrudan isina bakmayiniz! Lazer cihazi, cocukla- .
rin eline ulasmamalidir! Cihazi gereksiz yere insanlarin i
Ustline dogrultmayiniz. .
Bilgi: Urintin kalibrasyonunu her kullanimdan énce, nakil .

ve uzun muhafazadan sonra kontrol ediniz.

LAZER igiNil
ISINA BAKMAYINiZ VEYA
DOGRUDAN OPTIK CIHAZLARLA
IZLEMEYINIZ. LAZER SINIF 2M
EN60825-1:2003-10

TEKNIK OZELLIKLER:

Lazer sinifi: 2 M, <5mW (EN608251:200310)
Lazer dalga boyu: 635 nm
MeterMaster Pro Laser
Art-Nr: 080.930A
DigiLevel Laser

O6LWye yKasaHWs no TexHuke BesonacHocTu

BHuMaHue! He cmoTpuTe NpsiMo B CTOPOHY Na3epHoro
nyya! He gonyckavTe nonagaHus nasepa B pyku geten! He
HanpasnauTe NpMOOpP Ha NoLeN.

YkasaHue: perynspHo NpoBepsiiTe Kanvbposky npnbopa
Nepef, ero MCMosb30BaHMEM, NOCIE TPAHCMOPTUPOBKM 1
LNUTENbHOTO XpaHeHWs.

JIA3EPHOE U3JTYSEHWE!

HE CMOTPUTE B CTOPOHY JTY4A
Y HE PACCMATPVBAWTE EFO C
NOMOLLbIO ONTUHECKUX
MPUBOPOB. KJNTACC JTA3EPA ZM
EN60825-1:2003-10
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MultiFinder Pro
Art-Nr: 080.960A
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TEXHWYECKWE OAHHbIE:
Knacc nasepa: 2 M, <5 MBT (EN60825F1:2003F10)
[nvHa BonHbI flasepa: 635 um
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AutoCross-Laser 2
Art-Nr: 031.00.01A

RollMaster Express
Art-Nr: 080.920A
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(D> Service- und Versand-Anschrift:
Service- and Shipping Address:
(ND Service- en verzendadres:
Service- og Postadresse:
(P Livraison et expédition:
(E) Direccion de servicio y de envio:
(D Indirizzo di assistenza e di spedizione:
Serwis i sprzedaz:
@) Service- og Postadresse: c €
(P) Endereco de servico e envio:
(s) Service- och leveransadress: Ei
(N> Service- og forsendelsesadresse:

|
®US Anpec cnyxObl cepBurCca ¥ A1s OTNPaBKMU:

Umarex GmbH & Co KG

- Laserliner -

MohnestraBBe 149, 59755 Arnsberg, Germany
Tel.: +49 2932 638-300, Fax: +49 2932 638-333
laserliner@umarex.com

(TR) Servis ve gonderi adresi:

UMARER GmbH & Co KG
Donnerfeld 2

59757 Arnsberg, Germany
Tel.: +49 2932 638-300
Fax: +49 2932 638-333
www.laserliner.com
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