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ROTARY LASER FOR OUTDOOR AREAS

Above and below ground construction

NEW

ORDER NO. EAN-CODE PU 

Centurium 410 S

High precision rotary laser for levelling over 
great distances – horizontal and vertical
–  5° self-levelling range, accuracy 0.5 mm / 10 m
–  Laser modes: spot, scan, rotary and hand 

receiver mode
–  All functions of the rotary laser can be controlled 

up to a distance up to 40 m with the remote control 
Control C40.

–  The 4 IR receiving diodes allow this instrument 
to be remotely operated from all sides

–  Laser receiver range up to 400 m radius

Available in April 2011.

Inclusive: Centurium 410 S, SensoLite 410, universal mount, 
remote control, high-performance battery, battery holder, 
charger, carrying case, batteries

Extremely stable metal head

Vertical operating position
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ROTARY LASER FOR OUTDOOR AREAS

Above and below ground construction

DuraMax XPro

ORDER NO. EAN-CODE PU 

Set DuraMax XPro 410 S 
up to 400 mm with SensoLite 410 laser receiver

Set DuraMax XPro 400 S 
up to 400 m with SensoMaster 400 laser receiver
– 127 mm long laser receiver unit
– Highly accurate distance reading for laser level

Shutter function
Various segments of the laser output can be shut off 
separately in order to eliminate disturbing reflections 
and interference when several rotary lasers are used 
simultaneously on the construction site.

High precision rotary laser with shutter function – 
horizontal levelling over great distances
–  5° self-levelling range, accuracy 0.5 mm / 10 m
–  Shutter function: The working range of the laser 

beam can be limited to 4 different segments.
–  Laser modes: spot, scan, rotary and hand 

receiver mode
–  Single-slope function for manual tilt of an axis in 

automatic operation, even if ADS tilt is active.
–  All functions can be controlled remotely using 

the Commander 50.

Accessories included:
universal mount, Commander 50, rechargeable 
batteries, charger, carrying case, batteries
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ROTARY LASER FOR OUTDOOR AREAS

Above and below ground construction

DualAxis Laser

ORDER NO. EAN-CODE PU 

2-axis grade laser of extremely durable design 
for civil and construction engineering
–  5° self-levelling range, accuracy 0.5 mm / 10 m
–  Shutter function: The working range of the laser 

beam can be limited to 4 different segments.
–  Deviation from the horizontal plane can set digitally 

in X and Y axes.
–  Laser modes: rotary and hand receiver mode
–  High maximum speed of 1100 rpm 
–  The telescopic sight supplied with the device 

makes alignment easy
– Large illuminated LCD
–  All functions can be controlled remotely using 

the Commander DAL. 

Accessories included:
universal mount, Commander DAL, telescopic sight, 
rechargeable batteries, charger, carrying case, batteries

Telescopic sight for adjusting the DualAxis-Laser
The telescopic sight ensures precision adjustment of
the DualAxis-Laser X and Y axes. Simple 90° rotation
facilitated by magnetic fastening.

Set DuralAxis  410 S 
up to 400 mm with SensoLite 410 laser receiver

Set DualAxis Laser 400 S 
up to 400 m with SensoMaster 400 laser receiver
– 127 mm long laser receiver unit
– Highly accurate distance reading for laser level




